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Pro-Joist Saddle Flashing System
Pro-Joist  Assembly Detail

NOTES:

1. Always refer to the Appraisal in full and the technical literature.

2. Pro-Joist available to suit 45mm wide joists and 90mm wide 

(OR 2 / 45mm) beams up to 250mm deep

3. Pro-Joist height cut to suit joist depth, must over hang joists by 

35mm minimum  

Pro-joist saddle flashing fixed to 
joists, against face of underlay.
Pro-joist cut to suit joist depth, 

must over hang joists by 35mm 
minimum 

Flashings and cladding system 
details to archi specification.
Flashing installed prior to 
Pro-joist

2.  Install 2.  Install 2.  Install 2.  Install Pro-joistPro-joistPro-joistPro-joist saddle flashing saddle flashing saddle flashing saddle flashing

Penetration tape behind, as 
installed in step 1 75mm wide Protecto 

SUPER-STICK Tape 
lapped over top edge 
and side of Pro-joist.

Pro-joist saddle flashing

3.  Tape to the sides and then top of 3.  Tape to the sides and then top of 3.  Tape to the sides and then top of 3.  Tape to the sides and then top of Pro-joistPro-joistPro-joistPro-joist

Protecto Super-Stick 
Tape lapped over joist 
and building underlay to 
all sides of underlay 
penetration

Cavity battens over 
building underlay

Note:
Bead of Gorilla BlackJack 

Bituminous Sealant to be 
applied around joist prior to
Pro-joist installation

1.  Tape wrap penetration around joist1.  Tape wrap penetration around joist1.  Tape wrap penetration around joist1.  Tape wrap penetration around joist


